24" DIAMETER FOUNDATION
2" RADIUS (Typ)
102" DIAMETER BOLT CIRCLE

0" x 10" x |"BASE PLATE

RECTANGULAR REINFORCED
4" x 6"HAND HOLE W/ COVER

GROUND NUT

6 SIDEWALK OR SOIL

12 MIN. RAD. Ny <

T0 J-BOX
> ~—|-1/2 " CONDUIT

DEPTH

®

WELD (CONTINUOUS
& GROUND SMOOTH)

:];2MP¢MUM

POLE JOINTS

NUMBERS TO BE TWO
‘2 INCHES IN HEIGHT &
2 SPACED ONE INCH

7" ABOVE GRADE APART VERTICALLY

POLE NUMBER LOCATIONS

FOUNDATION NOTES

> l. 3000 P.S.l. CLASS A CONCRETE PLACED NEXT TO
UNDISTURBED EARTH.

1]

FOUNDATION SECTION

2.4 -Yg"x 36" GALVANIZED ANCHOR BOLTS WITH LEVELING
NUTS & WASHERS. TACK WELD NUTS TO WASHERS AND WASHERS
TO BASE PLATE AFTER TIGHTENING. (2!/2" PROJECTON)

3.1/2" THICK EMBECO GROUT #636 OR APPROVED EQUAL.
4. UNSTABLE SOILS, AND/OR POLE HEIGHTS OVER 40', SHALL
REQUIRE SPECIAL ENGINEERING.

5. A 25"COIL OF NO. 4 STRANDED A.W.G. BARE COPPER CONDUCTOR
SHALL BE INSTALLED BEFORE THE CONCRETE IS POURED. IT SHALL BE
CONNECTED TO POLE GROUNDING SCREW IN THE BASE OF THE POLE.

4.5 or 6.5" CANTILEVER
MAST ARM

WELD

THREE /5" ALLEN HEAD

SET SCREWS SPACED 120
DEGREES APART HORIZ, ; —
& I/," APART VERT.

I" HOLE WITH
NEOPRENE INSERT

/4" HOLE DRILLED
AND TAPPED 20 T

MAST ARM CONNECTION

DRILL @ TAP /4" - 20
FOR GROUNDING LUG

HAND HOLE COVER
0
6" ABOVE GRADE 7

/" BREATHER HOLE

PENETRATIONS

ORIGINAL SIGNATURE ON FILE
AT THE CITY OF TEMPE

6. ALL FINISHED POLE FOUNDATIONS SHALL BE CHAMFERED, AND APPROVED: DEPUTY PUBLIC WORKS DIRECTOR DATE
AT SIDEWALK GRADE UNLESS OTHERWISE NOTED.
7. THIS FOUNDATION MAY ALSO BE USED FOR DUAL MAST ARM POLES.
APPROVED:
CITY ENGINEER DATE
IG DETAIL T-65l
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